consultoria de tecnologias papeleras, s.l.

. Rambla Salvador Sama, 95, 2° 12
gT COﬂSUltOI:Ia de 08800-Vilanova i la Geltru
tecnologias papeleras Telefono 93 815 99 20

Telefax 93 815 93 54
www.ctpaper.com

5500 mm Valmet MF Paper Machine 1000 m/min

MF-PAPER MACHINE

Manufacturer KMW

Manufacturing Year 1982

Paper width 5500 mm

Producing: SC Paper Grades Cap.

Production 400 t/day

Capacity 130000 t/year

Basis weight 40 - 80 gsm

Speed m/min 1000

Originally made KMW machine with entire new wire part in 1995

Consists of:

- Valmet Head box, new in 1.995
Year: 1995
Lip width: 5850 mm
Flow range: 1000 — 1500 I/seg
Designed for speed of 1300 mpm

- Hybrid Former made by Valmet
Year:1.995
1 Forming roll
2 inverted vacuum boxes

- Roll out wire part

- Suction coach
Length of the wire section from forming roll to couch roll: 19000 mm

- Twinwer Press Section
Manufacturer by KWM
Year: 1.982
Suction Pick up roll of 750 mm diameter
Suction Press roll (1st Nip) of 1050 mm diameter
Steam box
Central roll of 970 mm of diameter
Swimming roll (second nip) of 855 mm of diameter
Third Press
Hard Top roll of 1000 mm of diameter
Valmet Swimming bottom roll, venta grooved. Diameter of 622 mm
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Drying Section

Number of dryers: 39

Dryers diameter 1800 mm

Shell length: 5900 mm

Total face length (included rope neck): 6105 mm
Rope neck: 120 mm

Design thickness of shell: 26 mm

Maximum working pressure: 3.0 bar

Hydraulic Test pressure: 5.0 bar

1stdrying group in slalom with Valmet stabilizers

Profile control with humectifier
Conventional pope reel

Diameter of drum: 1100 mm

Maximum paper roll 2800 mm
Multimotor drive with closed gearboxes

- Vacuum system
6 Nash Water ring pumps
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- Valmet JR-1000 Centre drum winder
Regenerative brake motor

Maximum unwinding diameter: 2500 mm
Automatic spool change in unwinding stand with autosplicer
Empty spool storage

Automatic positioning slitters

8 knives per side

Automatic core feeder

Maximum reel diameter: 1500 mm
Minimum reel width 400 mm

Maximum reel width 4200 mm
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- Valmet Winbelt salvage winder 3600 mm, 1500 m/min
o Regenerative brake motor

o Face length of drums 4100 mm

o Automatic slitter positioning




